T8 LED Tri-Proof Light
Light bulbs for your home

16W-1.2M / 28W-1.5M  4000K/6400K

Whether it is the pursuit of durable, energy-efficient lighting or quality, KDE fluorescent always meet your needs. Our straight tube fluorescent lamp cover every indoor and outdoor applications, and performance in life, energy saving, low-maintenance and color rendering is excellent.

- High color rendering
- Maximizing luminaire design freedom.
- Lamps length variable and can be easily mounted to the ceiling.
- Provide a stable lighting levels, and excellent lumen.

Specifications

- Model No.
  16W-1.2M  28W-1.5M
- Barcode
  900743 / 903775 / 900781 / 903799
- Luminous flux
  16W / 28W
- Mercury content
  0mg
- Color Temperature
  4000K / 6400K
- Color Reproduction Index
  > 80
- Adjustable
  No
- Useful life
  25000H
- Rated voltage
  220-240V~
- Appearance color
  White
- Driving
  /
- Operating temperature
  -10°C ~ +40°C
- PF
  /
- Angle
  /
- Measurements
  See Fig.

RELATED INFORMATION

Safety warning

- A lamp breaking is extremely unlikely to have any impact on your health. If a lamp breaks, ventilate the room for 30 minutes and remove the parts, preferably with gloves. Put them in a sealed plastic bag and take it to your local waste facilities for recycling. Do not use a vacuum cleaner.

Application

- Downlights are suitable for the area and made of high quality and energy requirements of the application, surface mounted ceiling lights and linear: offices, shops, schools, public buildings and industry (low ceiling)
### Dimension drawing

![Dimension drawing](image)

<table>
<thead>
<tr>
<th>REF</th>
<th>W</th>
<th>A (mm)</th>
<th>B (mm)</th>
<th>C (mm)</th>
</tr>
</thead>
<tbody>
<tr>
<td>900743-4000K</td>
<td>18W</td>
<td>654</td>
<td>129</td>
<td>90</td>
</tr>
<tr>
<td>900736-6400K</td>
<td>18W</td>
<td>654</td>
<td>129</td>
<td>90</td>
</tr>
<tr>
<td>900781-4000K</td>
<td>28W</td>
<td>1200</td>
<td>129</td>
<td>90</td>
</tr>
<tr>
<td>900774-6400K</td>
<td>28W</td>
<td>1200</td>
<td>129</td>
<td>90</td>
</tr>
</tbody>
</table>

### Details

- IP65
- CE
- RoHS

### Package

<table>
<thead>
<tr>
<th>Model NO.</th>
<th>Packing</th>
<th>Length (mm)</th>
<th>Width (mm)</th>
<th>Height (mm)</th>
<th>Qty (pcs)</th>
<th>N.W. (Kg)</th>
<th>G.W. (Kg)</th>
</tr>
</thead>
<tbody>
<tr>
<td>01SFT8LED16W4000K1.2M</td>
<td>White Box</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>01SFT8LED16W6400K1.2M</td>
<td>White Box</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>01SFT8LED28W4000K1.5M</td>
<td>White Box</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>01SFT8LED28W6400K1.5M</td>
<td>White Box</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>